
 

Registered in England: 4532658. Registered Office: Rosemary Court, Oldwich Lane West, Chadwick End, Solihull, B93 0EY 
Directors: Allan Hitchcock and Joanna Hitchcock 

HITCHCOCK’S MOTORCYCLES LTD 
ROSEMARY COURT 
OLDWICH LANE WEST 
CHADWICK END 
SOLIHULL 
B93 0EY           ENGLAND 
 

TELEPHONE: 01564 783 192 
FAX:  01564 783 313 

 
SPARES for ROYAL ENFIELD & AMAL 
 
 EMAIL: info@hitchcocksmotorcycles.com 
 WEB: www.hitchcocksmotorcycles.com 

 
 

92603 Steering Damper Kit 
 

In order to fit our steering damper kit it will be necessary to remove the original bottom yoke 
assembly, if this is not apparent please refer to your workshop manual. You will need Part No. 
ST25108 to assist in removing the fork tubes. 
 
Once the original bottom yoke has been removed the bottom bearing cup must also be removed 
and refitted to the new yoke. The new yoke is now ready to be fitted by reversing the stripping 
procedure using the new stainless steel top nut supplied in the kit. The damper kit can now be 
installed as per the diagram below.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Picture 1 – Damper kit components 

 
 

 
 
Picture 2 – Lower assembly close up 

 
 

 
 
 
Picture 3 – Frame stop 

 
 
Picture 4 – Assembly complete 

 
 

Frame stop 
Don’t  forget 
the two 
small circlips 

How the 
lower 
assembly 
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stop  
(Picture 3) 

 


